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					Our Products

					Superior Quality Glass Doors and LED Lighting for Refrigerated Food Display Applications
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					        			1200 Series

					        			Reach-In NT and LT  Doors

					        			
					        				Robust Reliability in Cooler and Freezer Doors.
					        			

					        			More Information	
						        		
							        		 Download the 1200 Series Product Sheet
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					        			1200E Series

					        			Reach-In Door

					        			
					        				Robust Reliability in Cooler and Freezer Doors.
					        			

					        			More Information	
						        		
							        		 Download the 1200E Series Product Sheet
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					        			1300 Series

					        			Walk-In Entry Doors

					        			
					        				Built to match reach-in door lineups, these durable and attractive walk-in entry doors allow easy access to your walk-in cooler. 
					        			

					        			More Information	
						        		
							        		 Download the 1300 Series Product Sheet
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					        			1300CP Series

					        			Beer Cave Doors

					        			
					        				Robust Reliability, Center Pull Beer Cave, Self-Closing Door.
					        			

					        			More Information	
						        		
							        		 Download the 1300CP Series Product Sheet
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					        			1400 Series

					        			Viewing Windows

					        			
					        				Performance design offers complete glass protection for your viewing windows.
					        			

					        			More Information	
						        		
							        		 Download the 1400 Series Product Sheet
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					        			1200SM Series

					        			Surface Mount Doors

					        			
					        				Our Surface Mount Doors are the most energy efficient in the industry providing optimum product visibility. These aluminum doors can be constructed as needed for both medium and low temp applications of refrigerated display areas. Available with a variety of top, bottom and side hinge hardware.
					        			

					        			More Information	
						        		
							        		 Download the 1200SM Series Product Sheet
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					        			LED Lighting

					        			Non-PFC 160 Series

					        			
					        				Non Power Corrected Quick Connect LED Lighting for Glass Display Doors. 5 year warranty, variety of color temperatures. Meets UL sanitation, UL 1598 and class A FCC Title 47, Sub part B, section 15 requirements. 120 Volts.
					        			

					        			More Information	
						        		
							        		 Download the LED Lighting Product Sheet
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							        		1200 Series

							        		
								        		 Download the 1200 Series Product Sheet
								        	

							        		Reach-In Normal Temp and Low Temp Coolers and Freezers Doors

										

						        		
						        			Robust Reliability

						        				 Performance Tested to 500,000 cycles
	 Unmatched thermal protection against condensation
	 LED Lighting, up to 80% energy savings vs. fluorescent
	 EISA & DOE compliant (Energy Independence Security Act)



						        			Features

						        				 Easy reversibility of door swing
	 Insulated doors with tempered safety glass
	 High performance door gaskets
	 Insulated perimeter frames designed with front-accesible raceways for easy servicing and maintenance
	 Quick and easy to load power hinge pins
	 Matching walk through doors available
	 EISA (Energy Independence of Security Act)
	 DOE compliant
	 Off-set hinge pin eliminating gasket bind
	 Full length handle - Standard



						        			Standard Finishes

						        				 Satin Silver
	 Black
	 Bright Dip Silver


						        		

						        	

					        	

					        	
					        		
						        		
						        			Shelving Options

						        				 Easily adjustable height, standard 27" white or black epoxy-coated shelving with matching price tag molding
	Self facing gravity shelving



						        			Nominal Door Sizes

						        				 24", 26", 28", 30" width
	 67", 75", 79" height
	 Custom sizes available


						        			Nominal Walk-In Entry Door Sizes

						        				 30", 36" width
	 81" height
	 Custom sizes available



						        			EZ Torque

						        				 Quick and easy door adjustment with a slotted screw driver
	 Offers the ability to adjust and center doors in their frame


						        		
		
						        		
						        			Handle Finishes
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						        			EZ Torque
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						        		LED Lighting
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						        		Handle Styles
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						        			Net Cooler Openings


						        			
						        				Continuous Frame Line-Ups
	Number of Doors	Frames / Openings	24"	26"	28"	30"
	1	1	2' 1-1/4"	2' 3-15/16"	2' 6-1/16"	2' 7-15/16"
	2	2	4' 15/16"	4' 6-7/16"	4' 10-7/16"	5' 2-7/16"
	3	3	6' 9/16"	6' 8-13/16"	7' 2-13/16"	7' 8-13/16"
	4	4	8' 1/16"	8' 11-1/16"	9' 7-1/16"	10' 3-1/16"
	5	5	9' 11-11/16"	11' 11-7/16"	11' 11-7/16"	12' 9-7/16"
	6	3,3	12' 11/16"	13' 5-3/16"	14' 5-5/16"	15' 5-3/16"
	7	3,4	14' 5/16"	15' 7-9/16"	16' 9-9/16"	17' 11-9/16"
	8	4,4	15' 11-15/16"	17' 9-15/16"	19' 1-15/16"	20' 5-15/16"
	9	4,5	17' 11-7/16"	20' 5/16"	21' 6-3/16"	23' 5/16"
	10	5,5	19' 11-1/16"	22' 2-9/16"	23' 10-9/16"	25' 6-9/16"
	11	4,3,4	22' 1/16"	24' 6-5/16"	26' 4-5/16"	28' 2-5/16"
	12	4,4,4	23' 11-11/16"	26' 8-11/16"	28' 8-11/16"	30' 8-11/16"
	13	4,5,4	25' 11-5/16"	28' 11-5/16"	31' 1-1/16"	33' 3-1/16"
	14	5,5,4	27' 10-13/16"	31' 1-7/16"	33' 5-5/16"	35' 9-7/16"
	15	5,5,5	29' 10-7/16"	33' 3-11/16"	35' 9-11/16"	38' 3-11/16"
	16	4,4,4,4	31' 11-7/16"	35' 7-9/16"	38' 3-7/16"	40' 11-9/16"
	17	5,4,4,4	33' 11-1/16"	37' 9-13/16"	40' 7-13/16"	43' 5-13/16"
	18	5,5,4,4	35' 10-11/16"	40' 5/16"	43' 1/16"	46' 3/16"
	19	5,5,5,4	37' 10-3/16"	42' 2-9/16"	45' 4-7/16"	48' 6-9/16"
	20	5,5,5,5	39' 9-13/16"	44' 4-13/16"	47' 8-13/16"	51' 13/16"
	Net Opening Heights: 67", 75" and 79"



						        			
						        				Full Flange Frame Line-Ups
	Number of Doors	Frames / Openings	24"	26"	28"	30"
	1	1	2' 1-1/4"	2' 3-15/16"	2' 6-1/16"	2' 7-15/16"
	2	2	4' 15/16"	4' 6-7/16"	4' 10-7/16"	5' 2-7/16"
	3	3	6' 9/16"	6' 8-13/16"	7' 2-13/16"	7' 8-13/16"
	4	4	8' 1/16"	8' 11-1/16"	9' 7-1/16"	10' 3-1/16"
	5	5	9' 11-11/16"	11' 1-7/16"	11' 11-7/16"	12' 9-7/16"
	6	3,3	12' 2-7/16"	13' 6-15/16"	14' 6-15/16"	15' 6-15/16"
	7	3,4	14' 2"	15' 9-1/4"	16' 11-15/16"	18' 1-1/4"
	8	4,4	16' 1-5/8"	17' 11-5/8"	19' 3-9/16"	20' 7-5/8"
	9	4,5	18' 1-3/16"	20' 1-15/16"	21' 7-15/16"	23' 1-15/16"
	10	5,5	20' 13/16"	22' 4-5/16"	24' 5/16"	25' 8-5/16"
	11	4,3,4	22' 3-9/16"	24' 9-13/16"	26' 7-13/16"	28' 5-13/16"
	12	4,4,4	24' 3-1/8"	27' 3/16"	29' 3/16"	31' 3/16"
	13	4,5,4	26' 2-3/4"	29' 2-1/2"	31' 4-17/16"	33' 6-1/2"
	14	5,5,4	28' 2-5/16"	31' 4-7/8"	33' 8-13/16"	36' 7/8"
	15	5,5,5	30' 1-15/16"	33' 7-3/16"	36' 1-3/16"	38' 7-3/16"
	16	4,4,4,4	32' 4-11/16"	36' 3/4"	38' 8-11/16"	41' 4-3/4"
	17	5,4,4,4	34' 4-5/16"	38' 3-1/16"	41' 1-1/16"	43' 11-1/16"
	18	5,5,4,4	36' 3-7/8"	40' 5-7/16"	43' 6-5/16"	46' 5-7/16"
	19	5,5,5,4	38' 3-1/2"	42' 7-3/4"	45' 9-11/16"	48' 11-3/4"
	20	5,5,5,5	40' 3-1/16"	44' 10-1/16"	48' 2-1/16"	51' 6-1/16"
	Net Opening Heights: 67", 75" and 79"



						        		

						        		
						        			Estimated Shipping Weights


						        			
						        				 	24" x 67"	24" x 75"	26" x 67"	26" x 75"	28" x 67"	28" x 75"	30" x 67"	30" x 75"	30" x 79"
	2-Pane	170	182	175	190	200	210	194	205	225
	3-Pane	185	195	190	200	219	235	210	245	260
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							        		1200E Series

							        		
								        		 Download the 1200E Series Product Sheet
								        	

							        		Reach-In Doors

										

						        		
						        			Robust Reliability

						        				 Performance Tested to 500,000 cycles
	 Unmatched thermal protection against condensation
	 DDS LED Lighting Standard
	 EISA & DOE compliant (Energy Independence Security Act)



						        			Features

						        				 Easy reversibility of door swing
	 Insulated doors with tempered safety glass
	 High performance door gaskets
	 Insulated perimeter frames designed with front-accesible raceways for easy servicing and maintenance
	 Quick and easy to load power hinge pins
	 Matching walk through doors available
	 EISA (Energy Independence of Security Act)
	 DOE compliant
	 Off-set hinge pin eliminating gasket bind
	 Full length handle - Standard



						        			Standard Finishes

						        				 Satin Silver
	 Black
	 Bright Dip Silver


						        		

						        	

					        	

					        	
					        		
						        		
						        			Shelving Options

						        				 Easily adjustable height, standard 27" white or black epoxy-coated shelving with matching price tag molding
	Self facing gravity shelving



						        			Nominal Door Sizes

						        				 24", 26", 28", 30" width
	 67", 75", 79" height
	 Custom sizes available



						        			Nominal Walk-In Entry Door Sizes

						        				 30", 36" width
	 81" height
	 Custom sizes available



						        			EZ Torque

						        				 Quick and easy door adjustment with a slotted screw driver
	 Offers the ability to adjust and center doors in their frame


						        		
		
						        		
						        			Option Sleek-Line Handles
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						        		T8 Lighting Standard

						        		[image: ]
						        	

					        	

					        	
					        		
						        		
						        			Net Cooler Openings


						        			
						        				Continuous Frame Line-Ups
	Number of Doors	Frames / Openings	24"	26"	28"	30"
	1	1	2' 1-1/4"	2' 3-15/16"	2' 6-1/16"	2' 7-15/16"
	2	2	4' 15/16"	4' 6-7/16"	4' 10-7/16"	5' 2-7/16"
	3	3	6' 9/16"	6' 8-13/16"	7' 2-13/16"	7' 8-13/16"
	4	4	8' 1/16"	8' 11-1/16"	9' 7-1/16"	10' 3-1/16"
	5	5	9' 11-11/16"	11' 11-7/16"	11' 11-7/16"	12' 9-7/16"
	6	3,3	12' 11/16"	13' 5-3/16"	14' 5-5/16"	15' 5-3/16"
	7	3,4	14' 5/16"	15' 7-9/16"	16' 9-9/16"	17' 11-9/16"
	8	4,4	15' 11-15/16"	17' 9-15/16"	19' 1-15/16"	20' 5-15/16"
	9	4,5	17' 11-7/16"	20' 5/16"	21' 6-3/16"	23' 5/16"
	10	5,5	19' 11-1/16"	22' 2-9/16"	23' 10-9/16"	25' 6-9/16"
	11	4,3,4	22' 1/16"	24' 6-5/16"	26' 4-5/16"	28' 2-5/16"
	12	4,4,4	23' 11-11/16"	26' 8-11/16"	28' 8-11/16"	30' 8-11/16"
	13	4,5,4	25' 11-5/16"	28' 11-5/16"	31' 1-1/16"	33' 3-1/16"
	14	5,5,4	27' 10-13/16"	31' 1-7/16"	33' 5-5/16"	35' 9-7/16"
	15	5,5,5	29' 10-7/16"	33' 3-11/16"	35' 9-11/16"	38' 3-11/16"
	16	4,4,4,4	31' 11-7/16"	35' 7-9/16"	38' 3-7/16"	40' 11-9/16"
	17	5,4,4,4	33' 11-1/16"	37' 9-13/16"	40' 7-13/16"	43' 5-13/16"
	18	5,5,4,4	35' 10-11/16"	40' 5/16"	43' 1/16"	46' 3/16"
	19	5,5,5,4	37' 10-3/16"	42' 2-9/16"	45' 4-7/16"	48' 6-9/16"
	20	5,5,5,5	39' 9-13/16"	44' 4-13/16"	47' 8-13/16"	51' 13/16"
	Net Opening Heights: 67", 75" and 79"



						        			
						        				Full Flange Frame Line-Ups
	Number of Doors	Frames / Openings	24"	26"	28"	30"
	1	1	2' 1-1/4"	2' 3-15/16"	2' 6-1/16"	2' 7-15/16"
	2	2	4' 15/16"	4' 6-7/16"	4' 10-7/16"	5' 2-7/16"
	3	3	6' 9/16"	6' 8-13/16"	7' 2-13/16"	7' 8-13/16"
	4	4	8' 1/16"	8' 11-1/16"	9' 7-1/16"	10' 3-1/16"
	5	5	9' 11-11/16"	11' 1-7/16"	11' 11-7/16"	12' 9-7/16"
	6	3,3	12' 2-7/16"	13' 6-15/16"	14' 6-15/16"	15' 6-15/16"
	7	3,4	14' 2"	15' 9-1/4"	16' 11-15/16"	18' 1-1/4"
	8	4,4	16' 1-5/8"	17' 11-5/8"	19' 3-9/16"	20' 7-5/8"
	9	4,5	18' 1-3/16"	20' 1-15/16"	21' 7-15/16"	23' 1-15/16"
	10	5,5	20' 13/16"	22' 4-5/16"	24' 5/16"	25' 8-5/16"
	11	4,3,4	22' 3-9/16"	24' 9-13/16"	26' 7-13/16"	28' 5-13/16"
	12	4,4,4	24' 3-1/8"	27' 3/16"	29' 3/16"	31' 3/16"
	13	4,5,4	26' 2-3/4"	29' 2-1/2"	31' 4-17/16"	33' 6-1/2"
	14	5,5,4	28' 2-5/16"	31' 4-7/8"	33' 8-13/16"	36' 7/8"
	15	5,5,5	30' 1-15/16"	33' 7-3/16"	36' 1-3/16"	38' 7-3/16"
	16	4,4,4,4	32' 4-11/16"	36' 3/4"	38' 8-11/16"	41' 4-3/4"
	17	5,4,4,4	34' 4-5/16"	38' 3-1/16"	41' 1-1/16"	43' 11-1/16"
	18	5,5,4,4	36' 3-7/8"	40' 5-7/16"	43' 6-5/16"	46' 5-7/16"
	19	5,5,5,4	38' 3-1/2"	42' 7-3/4"	45' 9-11/16"	48' 11-3/4"
	20	5,5,5,5	40' 3-1/16"	44' 10-1/16"	48' 2-1/16"	51' 6-1/16"
	Net Opening Heights: 67", 75" and 79"



						        		

						        		
						        			Estimated Shipping Weights


						        			
						        				 	24" x 67"	24" x 75"	26" x 67"	26" x 75"	28" x 67"	28" x 75"	30" x 67"	30" x 75"	30" x 79"
	2-Pane	170	182	175	190	200	210	194	205	225
	3-Pane	185	195	190	200	219	235	210	245	260
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							        		1300 Series

							        		
								        		 Download the 1300 Series Product Sheet
								        	

							        		Walk-In Entry Doors

										

						        		
						        			Built to match reach-in door lineups, these durable and attractive walk-in Entry Doors allow easy access to your walk-in cooler.

						        			DDS Glass Doors Self-Closing Walk-In Entry cooler doors are available in three configurations

						        				 All Glass, 1/3 or 2/3 fritted glass available in black and white.
	 Normal Temp 3 pane gas filled or 2 pane heated gas filled


						        			[image: ]
	 										All DDS Glass Doors Walk-In Entry Doors are assembled with sturdy aluminum perimeter frames with heaters and include the following Standard Features:

						        				 Heavy Duty Hydraulic Door Closer standard
	 Adjustable vinyl wiper seals - Installed for enhanced sealing capability
	 Frame Threshold - All frames are built with a bottom threshold unless "No Threshold" is requested to accomodate roll-away shelving cart
	 EZ Torque - for comprehensive door adjustment. Easy Torque controls the doors closing tension and centers the door in theframe opening
	 LED Lighting offered as standard


						        			LED Lighting

						        			[image: ]
						        			EZ Torque

						        			[image: ]
						        			Walk-In Entry Options

						        				 Round Push Bar
	 Stainless or Diamond Kick Plate
	 Sleek-Line Handles



	 										DDS Glass Doors Walk-In Entry Cooler Doors are built to match your reach-in door lineups.

						        		

						        		
						        			Handles

						        			[image: ]
						        			Push Bar

						        			[image: ]
						        			Kick Plate
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						        			Walk-In Entry Doors (NCO) Net Cooler Openings


						        			
						        				Door Width	Number of Doors	Number of Frames	Net Cooler Opening Width
	30"	1	1	2' 8"
	36"	1	1	3' 1-1/2"
	Net Opening Height: 81-1/4"
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							        		1300CP Series

							        		
								        		 Download the 1300CP Series Product Sheet
								        	

							        		Beer Cave Doors

										

						        		
						        			Robust Reliability
Center Pull Beer Cave
Self-Closing Door

						        				 High thermal performance energy efficient frame construction
	 Commercial grade magnetic gaskets
	 LED Lighting Standard
	 Front accessible raceway construction for ease of service


						        			Applications

						        				 Cooler / Beer Cave's
	 Walk-through access


						        			Standard Features

						        				 Heavy Duty Hydraulic Door Closer
	 1" Insulated Glass Unit
	 Full Length Handle
	 Satin Silver, Black and Bright Dip Silver Finishes
	 Frame Threshold
	 Adjustable Wiper Blades


						        			Optional Features

						        				 Post Applied Sleek-Line Handles
	 Stainless or Diamond Kickplate
	 White Epoxy Shelving
	 LED Lighting


						        			Reliability Features

						        				 500,000 cycle tested for wear
	 10-year warranted glass seal


						        			Heavy Duty Hydraulic Door Closer

						        			[image: ]
						        		

						        		
						        			Push Bar

						        			[image: ]
						        			Stainless or Diamond Kick Plate
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					        			Built to match reach-in door lineups, these Durable and Attractive Center Pull Walk-In Entry Doors allow easy acces to your walk-in cooler.

					        		

					        	

					        	
					        		
						        		
						        			Walk-In Entry Doors (NCO) Net Cooler Openings


						        			
						        				Door Width	Number of Doors	Number of Frames	Net Cooler Opening Width
	30"	2	1	62-5/8"
	36"	2	1	73-5/8"
	Net Opening Height: 81-1/4"
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							        		1400 Series

							        		
								        		 Download the 1400 Series Product Sheet
								        	

							        		Viewing Windows

										

						        		
						        			DDS Glass Doors performance design offers complete glass protection for your viewing windows. The insulated glass unit is 1" thick and is available in both normal and low temp platforms.

						        			Unique and Versatile

						        				DDS Glass Doors offers a wide range of viewing windows. The sizes range from a view port of windows to windows as large as 5' by 7'
	Windows can be used in wall thicknesses from 2" to 6" with standard trim kits. Consult our factory for custom size windows.


						        			Finishes

						        				Black
	Bright Dip Silver
	Silver Satin


						        			Low Temp

						        				3-Pane Heated Glass
	Standard Trim Kit


						        			Normal Temp

						        				3-Pane, Gas Filled
	Energy Free Design
	High Humidity Protection
	Standard Trim Kit


						        			Normal Temp Heated

						        				2-Pane Heated Glass
	100% Protection
	Standard Trim Kit


						        			Fixed windows are ideal for walk-in coolers and freezers, refrigerated display cases, environmental chambers, and other refrigerated enclosures.

						        			DDS Glass Doors customers can choose from unheated or heated two-pane glass, or heated, tempered three-pane glass. All heated fixed windows include heated glass, as well as heated frame rails.

						        		

						        		
						        			[image: ]
						        		

						        	

						        

						        
						        	
						        		Available Finishes: Black, Polished Aluminum, Silver Satin
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							        		1200SM Series

							        		
								        		 Download the 1200SM Series Product Sheet
								        	

							        		Surface Mount Doors

										

						        		
						        				Surface Mount Doors are the most energy efficient doors in the industry for both medium temperature and low temperature applications.
	Surface Mount Doors command energy efficiency and optimum product visibility. These doors can be constructed to fit the individual needs of refrigerated display areas.
	Our Aluminum Surface Mount Doors are designed for cooler and freezer applications. They are available with a variety of top and bottom hinge hardware and are also available with side mount hardware.


						        			Standard Features

						        				Sleek door rails with full-length handle offered as standard
	EZ Torque and hold open/stop arm
	High performance magnetic gasket
	Side mount hardware available
	Offered in Satin Silver, Black and Bright Dip Silver


											[image: ]		
											Additional Options

						        				Keyed locks
	Sleek-line handles
	Customized logos on glass


						        			Optional Sleek-Line Handle

						        			[image: ]
						        		

						        		
						        			Finish Options

						        			[image: ]
						        			A. Satin Silver

						        			B. Bright Dip Silver

						        			C. Black
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							        		160 Series LED Lighting

							        		
								        		 Download the 160 Series LED Lighting Product Sheet
								        	

							        		Non Power Corrected "Non-PFC" Quick Connect 160 Series

										

						        		
						        			 5 Year Warranty
(for further details see our warranty document)

						        			 5000°K, 4100°K and 3500°K Color Temperatures, with Color Rendering Index CRI of 80

						        			 Meets UL Sanitation, UL 1598 and Class A FCC Title 47, Sub part B, section 15.

						        			 Voltage: 120 volts
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							REFUND POLICY: All refunds will be credited to your credit card within five business days".

							If Buyer refuses shipment of any standard catalog products under an acknowledged order and those products are consistent with that order and are not delivered damaged or defective, then Buyer will be responsible for (i) return shipment of the products to Cisaplast USA in original shipping containers; (ii) return freight to Cisaplast USA prepaid by Buyer; and (iii) a restocking charge to be determined by Cisaplast USA of not less than twenty five percent (25%) of the sales price.

							Cisaplast USA Phone Number: 270-265-2520
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